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GENERAL NOTES

EARTH EXCAVATION, FURNISHED EXCAVATION AND REMOVAL AND DISPOSAL OF UNSUITABLE
MATERIAL SHALL NOT BE PAID FOR SEPARATELY, BUT SHALL BE CONSIDERED INCLUDED IN
THE CONTRACT UNIT PRICE FOR THE ITEM OF WORK FOR WHICH IT IS REQUIRED.
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TIE BARS WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST FOR
COMBINATION CONCRETE CURB AND GUTTER, TYPE AS SPECIFIED.

OVERHEAD STRUCTURES HAVE NOT BE SHOWN FOR PLAN CLARITY. THE CONTRACTOR SHALL
VERIFY THAT ALL EQUIPMENT IS CAPABLE OF OPERATING AT THE SITE PRIOR TO BIDDING.

HOT-MIX ASPHALT MIXTURE REQUIREMENTS
MIXTURE TYPE AC TYPE AIR VOIDS
HOT-MIX ASPHALT SURFACE COURSE, MIX "C", N50 (IL S.5mm); 4" PG 64-22 47 @ 50 Gyr.
HMA SHOULDER (HMA BINDER IL-1Smmj; 14" PG 64-22= 47 70 Gyr.
HMA SHOULDER (HMA BINDER IL-1SMM); 6" PG 64-22= 47 @ 70 Cyr.

PRIOR TO REMOVAL, CURB AND CUTTER AND PAVEMENT TO BE REMOVED SHALL BE SAW CUT
ALONG ANY EDGE WHERE EXISTING PAVEMENT OR CURB AND GUTTER SHALL REMAIN. THIS

WORK WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF THE

APPROPRIATE ITEM OF REMOVAL.

BITUMINQUS AND AGGREGATE PRIME COAT SHALL BE APPLIED IN ACCORDANCE WITH SECTION
406 OF THE STANDARD SPECIFICATIONS. THE COST OF THE PRIME COATS SHALL BE
INCLUDED IN THE CONTRACT UNIT PRICE PER TON FOR HOT-MIX ASPHALT SURFACE COURSE
OF THE TYPE SPECIFIED.

THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE

QUANTITIES IS 112 LBS/SQ YD/IN.

* WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22.
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